Index

1/Q modulator, 145
P_{sat}, see saturated output power
S-parameters, see scattering parameters
Y\text{\inf} -parameters, 208
Y-parameters, see admittance parameters
Z-parameters, see impedance parameters
\eta, see efficiency
1-dB-compression point, 17
ACPR, see adjacent-channel power ratio, 150
adjacent-channel power ratio, 31, 188
admittance parameters, 1
AM–AM, 17, 134
AM–PM, 18, 134
amplifiers, 39
P_{1dB}, 45
P_{th}, 45
P_{sat}, 45
\eta, 40
available power gain, 40
isolation, 40
low-noise amplifier, 39
noise figure, 40
operating power gain, 40
PAE, 40
power amplifier, 39
return loss, 40
transducer power gain, 40
variable-gain amplifier, 39
VSWR, 40
arbitrary-waveform generator, 145
AWG, see arbitrary-waveform generator, 157, 158
behavioral models, 197
Boltzmann, 70
calibration, 169
noise, 170
power, 169
cedf, 150
CCPR, see co-channel power ratio
characterization, 166
chirp signals, 160
co-channel distortion, 24
co-channel power ratio, 32, 190
cognitive radio, 56
color map, 104, 105
Colpitts oscillator, 137
comb generator, 161
complementary cumulative distribution function, see ccdf
co-channel distortion, 24
constellation diagram, 34, 101
Coulomb, 63, 67
DAC, 138
dBm, 168
DDS, see direct digital synthesis, 138
DFS, 138
digital converters, 56, 57
differential nonlinearity, 57
effective number of bits, 57
gain error, 57
integral nonlinearity, 57
jitter, 57
maximum conversion rate, 57
minimum conversion rate, 57
offset error, 57
output propagation delay, 57
pipeline latency, 57
signal-to-noise ratio for ADCs, 57
digital signal processor, see DSP
digitally modulated signals, 148
direct digital synthesis, see DDS
direct frequency synthesis, see DFS
DSP, 72, 83
efficiency, 40
error-vector magnitude, 37, 101
EVM, see error-vector magnitude, 192
filters, 38
insertion loss, 38
out-of-band attenuation, 38
frequency multipliers, 54
conversion loss, 54
fundamental rejection, 54
harmonic rejection, 54
Index

Hartley oscillator, 137
higher-order statistics, 152
impedance parameters, 1
IMR, see intermodulation ratio
in-band distortion, 23
input third-order intercept point, 26
insertion loss, 8
intermodulation ratio, 23
LNA, see low-noise amplifier
load-pull, 185
logic analyzer, 121
BER, 125
bits, 121
event, 124
EVM, 125
information, 125
logic states, 121
LSB, 125
probes, 122
sampling stage, 124
sampling the data, 124
spectrum, 125
state acquisition, 124
timing acquisition, 124
triggering, 121, 124
M-IMR, see multi-sine intermodulation ratio
measuring power, 166
memory effects, 27, 178
MIMO, 158
mixers, 47
conversion loss, 47
IP_{1dB}, 47
IIIP, 47
LO/IF leakage, 50
LO/RF leakage, 50
RF/IF leakage, 50
single-side-band noise, 47
modulated signals, 158
multi-tone intermodulation ratio, 30
multi-sines, 149, 156
multiple input, multiple output, see MIMO
narrowband Gaussian noise, 148
NBGN, see narrowband Gaussian noise
NF, see noise figure
noise, 9, 77
noise figure, 9, 169
noise-figure measurement
accuracy/uncertainty, 130
diode, 126
excess noise ratio, 127
Friis formula, 127, 170
noise source, 126
spectrum analyzer, 125
vector network analyzer, 125
VSWR, 170
without a noise source, 128
noise Friis formula, 9
noise power ratio, 32, 189
nonlinear distortion, 14
nonlinear dynamic effects, 27
nonlinear measurements
ACPR, 188
CCPR, 190
digital systems, 195
EVM, 192
impact on the information, 192
mixed-domain systems, 195
modulated signals, 187
NPR, 189
RTSA, 195
time-evolving signals, 195
nonlinear vector network analyzer, 115
NPR, see noise power ratio
NVNA, see nonlinear vector network analyzer
NVNA measurements, 183
OCXO, 136
OFDM, 75
one-tone excitation, see single-sinusoid excitation
oscillator, 136
oscillators, 51
frequency stability, 51
phase noise, 51
oscilloscopes
real-time oscilloscopes, 118
sampling oscilloscopes, 118
PA, see power amplifier
PAE, see power added efficiency
PAPR, see peak-to-average power ratio, 158
pdf, 149–151
peak power, 65, 67, 168
peak-to-average power ratio, 38, see PAPR
Peltier effect, 67
persistence, 105
phase-locked loop, see PLL
PLL, 136
pounds (f), 54
power, 63, 65, 72, 91
power added efficiency, 40
power meter, 63, 166
calibration, 70, 74
diode probe, 66, 67, 69, 72
measurement errors, 72
nonlinearity, 72
thermistors, 66
thermocouple, 66, 67
uncertainties, 72
zeroing, 167
power sensor, 168
power-sensor measurements, 169
power spectral density, see PSD, 75
probability density function, see pdf
PSD, 65, see power spectral density, 152
pulse generator, 162
RBW, 77, 89
real-time signal analyzer, 101, 195
Fourier transform, 101
short-time Fourier transform, 102, 103
resolution bandwidth, 83, 87, 94, 98, 100, 104, 105
return loss, 8
ringing, 47
rise time, 47
RTSA, see real-time signal analyzer
S-functions, 208
saturated output power, 45
scattering parameters, 1
Schottky, 69, 71
SDR, see software-defined radio
Seebeck emf, 67
selectivity, 87, 90
sensitivity, 63, 90
settling time, 47
signal excitation, 133
signal-to-noise ratio, 9
single-sideband noise, 47
single-sinusoid excitation, 134
slew rate, 46
SNR, see signal-to-noise ratio
software-defined radio, 56
SPAN, 83, 86, 100, 104
spectral regrowth, 11
spectrogram, 104
spectrum, 75, 77, 83
Dirac function, 77
Fourier, 75, 77
Fourier series, 75
Fourier transform, 75
spectral line, 77
spectrum analyzer, 75, 77, 98
accuracy, 81, 94
attenuator, 77, 81, 90
dynamic range, 83, 94
envelope detector, 77, 83, 86, 87
filter, 77
heterodyne, 77
homodyne, 77
IF, 83
image frequency, 81, 82
IMR, 93
intermediate frequency, 81, 83
IP2, 91
IP3, 91, 93, 94
low-noise amplifier, 90, 91
mixer, 77, 81
noise, 83, 89, 90
noise factor, 81
noise figure, 90
noise floor, 90, 94
nonlinear distortion, 89, 91, 94
oscillator, 77, 81, 88
phase noise, 88
power meter, 77
power probe, 77
sweep time, 88
thermal noise, 90
uncertainty, 94
spectrum trigger, 106
spurious generation, 142
SSB, see single-sideband noise
state-space modeling, 205
SUT, see system under test
system under test, 121
TCXO, 136
temperature measurements, 197
test benches, 166
THD, see total harmonic distortion
thermal resistor, 68
total harmonic distortion, 18
two-tone, 171
amplitude measurement, 173
AWG generation, 171
AWG measurement bench, 172
CW generator, 172
dynamic effects, 27, 178
memory effects, 27, 178
phase measurement, 175
two-tone excitation, 143
two-tone measurements, 171
ULG, see underlying linear gain
uncertainties, 72
uncertainty
noise, 130
underlying linear gain, 25
ultrawideband, 166
VBW, see video bandwidth
VCO, 136
vector network analyzer, 107
directional coupler, 109
vector signal analyzer, 97, 98
ADC, 97
bits, 97
DSP, 99
vector signal analyzer (cont.)
dynamic range, 97
ENBW, see equivalent noise bandwidth
equivalent noise bandwidth, 100
intermediate frequency, 98
signal-to-noise-and-distortion ratio, 97
thermal noise, 97
VGA, see variable-gain amplifier
video bandwidth, 77, 83, 90
VNA, see vector network analyzer
VNA measurements, 178

voltage-controlled oscillator, see VCO
voltage standing-wave ratio, 7
Volterra series, 199
example, 205
parameter extraction, 202
VSA, see vector signal analyzer
VSWR, see voltage standing-wave ratio, 67
watt, 64
Y factor, 170
YIG oscillator, 138