INDEX

Act of Parliament to fix thickness of bricks, 39
Airile Gardens, Campden Hill, W., 82
American enterprise, 81
American use, of “common” bond, 86, 87
of Dutch bond, 85
of “modified Flemish bond”, 87
“Antique” tiles, 6
Aprons, lead to chimneys, 20, 24; to dormers, 28
Arcading, brick, 45–50
Cortona di Pavia, 48
Ospedale del Cippo, Pistoia, 46
Palazzo Bevilacqua, Bologna, 46
Via Galleria, Bologna, palace in the, 46

“Bachelors”, 90, 93, 94
Ball finial, Broome Park, Kent, 38, 64
“Becks”, 90, 93
Belcast to eaves of roof, stone slate, 93, 95; tile, 6, 8, 34
to eaves of weather tiling, 15
Biddenden, Kent, dormers, 25
fancy wall tiles, 17
house at, 5
Blandford, Dorset, houses at, 86, 87
Blow, E. Detmar, 58, 64
Bond, “common”, 86, 87
Dutch, 81, 82, 85
English, 81, 85
English cross, 81, 82, 85
English garden wall, 81, 84, 86, 87
facing, 81
Flemish, 81, 83, 85–87
Flemish garden wall, 81, 82, 83, 86, 87
flying, 81
heading, 81, 87, 88
“modified Flemish”, 87
Monk, 81, 85, 87
stretching, 81, 82
Sussex, 81, 82, 87
Yorkshire, 81
Bond and their products, 81–89
Bonnet tiles, 1, 8, 9, 27
“Bottom”, 91, 95
Breanmore board below weather tiling, 17, 18
Brick and tile fireplaces, 71–80
Brick arcading, 46–50
Brick chimney caps, 35–46, 80
Brick cornices, 76, 62, 63
Brick hood to fireplace, 77, 79, 80
Brick impost, 46
Brick loggia, Prawles, Ewhurst, Sussex, 46–51
Brick mitres, 51, 54
Brick moulds for mouldings, 51
Brick mullioned windows, 48, 51–55
Brick moulds, 48, 51, 54, 55
Brick Orders, 47, 53, 56

Brick pier finial, 58, 64
Brick steps, 62–64
Brick tumbling in chimneys and buttresses, 62, 64
Brick, uses of, 46–64
Bricks, coping, 59, 60
Dutch, for fireplaces, 76, 77
on edge for steps and nosings, 59, 62–64
purpose-made, for garden wall, 61, 64
Broome Park, Kent, 57, 58, 64
Bruge, Flemish chimney hood, 44, 45
Burford, Oxon., hipped dormer, 92, 96
stone slates, 92, 95
Butterfield, architect of Rugby school buildings, 88

“Camber” of tiles, 5
Cortona di Pavia, near Milan, 46
Chichester, Sussex, use of grey headers, 84
Chimney caps, brick, 35–46, 80; bad examples, 37, 38, 42, 43, 45; measurements of bricks for, 37; sailing courses.
42–44
Chimney hoods, 44, 45
Chimney pots, 44, 80
Chimney shafts, 41, 44, 45
Chimneys, gable, 37, 42, 45
Leadwork to, 20
Sussex, 35, 43, 45
Chipping Campden, Glos., example of “tabling”, 95, 96
Clock bracket in brick and tile, 73
“Cocks”, 90, 93
Colour of tiles, 5, 6
“Common” bond, 86, 87
Coping bricks, 59, 60
Corfe Castle, Dorset; use of stone slabs, 90, 94, 96
Cornices, brick, 56, 62, 63
Cotswold district; stone-slate covered dormers, 25, 26, 92, 93
use of stone slates, 90, 92, 93
Creating to stone-slate roofs, 96
Cromwell House, Highgate, cornice, 56, 62, 63
Curved tiles, use of, 66, 68, 69
“Cusson”, 93, 94
“Cuttings”, 90, 93
Doric capitals, 43
Doric Order, brick, Willmter House, Farnham, 53, 56
Dormers, boarding, 28, 29, 31
felting, 29, 31, 33
frames, 28–31
gabled, stone-slate, 92, 93; tile, 9
hipped, stone-slate, 92, 94, 96; tile, 25–34
with stone-slate roofs, 92, 93, 94, 96
with tile roofs, 25–34
Dorset slates or slabs, 90
Drawings as guides or as shields, 29–31
Drip courses to chimneys, 28, 31
<table>
<thead>
<tr>
<th>Index</th>
</tr>
</thead>
<tbody>
<tr>
<td>“Laced” valleys, 11, 31, 33, 34, 93</td>
</tr>
<tr>
<td>Langley, Batty, 88</td>
</tr>
<tr>
<td>Lead aprons to chimneys, 20, 24</td>
</tr>
<tr>
<td>to dormers, 28</td>
</tr>
<tr>
<td>under weather tiling, 14, 17</td>
</tr>
<tr>
<td>Lead eves, 20, 23, 25</td>
</tr>
<tr>
<td>Lead flashings, 20–24</td>
</tr>
<tr>
<td>Lead saddle, 32</td>
</tr>
<tr>
<td>Leadwork to chimneys, 20–24</td>
</tr>
<tr>
<td>Linting, 23</td>
</tr>
<tr>
<td>Little Barrington, Glos., swept valley treatment, 92</td>
</tr>
<tr>
<td>Little Things That Matter, 64</td>
</tr>
<tr>
<td>Little Wenham Hall, Yorkshire bond, 81</td>
</tr>
<tr>
<td>Loggia, brick, at Prawles, Ewhurst, Sussex, 47–51</td>
</tr>
<tr>
<td>Lutysens, Sir Edwin, 1, 2, 25, 26, 37, 42, 57, 64, 65, 67–69.</td>
</tr>
<tr>
<td>70, 84, 87, 96</td>
</tr>
<tr>
<td>“Lye byes” or “Skews”, 91, 95</td>
</tr>
<tr>
<td>Middlefield, Great Shelford, Cambs., 2, 84</td>
</tr>
<tr>
<td>Midland counties, normal local brick, 88</td>
</tr>
<tr>
<td>Mires, brick, in mullioned windows, 51, 54</td>
</tr>
<tr>
<td>“Modified Flemish bond”, 87</td>
</tr>
<tr>
<td>Monk bond, 81, 85, 87</td>
</tr>
<tr>
<td>Mortar fillet instead of lead, 24</td>
</tr>
<tr>
<td>Moulds, brick, for mullions, 51</td>
</tr>
<tr>
<td>“Movedays”, 90, 93</td>
</tr>
<tr>
<td>“Muffin”, 90, 93</td>
</tr>
<tr>
<td>Mullions, sections of brick, 48, 51, 57, 54</td>
</tr>
<tr>
<td>Northamptonshire district, belcast at eaves, 93</td>
</tr>
<tr>
<td>steeper pitch to dormer ridge, 94, 96</td>
</tr>
<tr>
<td>Old Hall, Ormsby St Margaret, Norfolk, 88, 89</td>
</tr>
<tr>
<td>Orders, the, in brick, 47, 53, 56</td>
</tr>
<tr>
<td>Oriel window, tile roof swept over, 5, 6</td>
</tr>
<tr>
<td>Ospedale del Ceppo, Pistola, 46</td>
</tr>
<tr>
<td>Oxsburgh Hall, Norfolk, fireplace, 71, 74</td>
</tr>
<tr>
<td>Palazzo Bevilacqua, Bologna, 46</td>
</tr>
<tr>
<td>Pantiles, fascia, 13</td>
</tr>
<tr>
<td>wall coping, 11, 12</td>
</tr>
<tr>
<td>Park Farm, Smarden, Kent, 40</td>
</tr>
<tr>
<td>Paving tiles, 66, 67</td>
</tr>
<tr>
<td>Perthesdale garden, 61, 64</td>
</tr>
<tr>
<td>Pier finial, brick, 58, 64</td>
</tr>
<tr>
<td>Piers, tile, 65, 70</td>
</tr>
<tr>
<td>Pitch of roofs, stone-slate, 93, 94</td>
</tr>
<tr>
<td>tiled, 1</td>
</tr>
<tr>
<td>Plain tiles, 55 Tiles</td>
</tr>
<tr>
<td>Pocock’s School, Rye, 65, 66</td>
</tr>
<tr>
<td>Prawles, Ewhurst, Sussex, 46–55</td>
</tr>
<tr>
<td>Purpose-made brick for garden walls, 61, 64</td>
</tr>
<tr>
<td>Quoins as finish to weather tiling, 19</td>
</tr>
<tr>
<td>Ramp, tile, 67</td>
</tr>
<tr>
<td>Raynham Hall, Norfolk, 85</td>
</tr>
<tr>
<td>Retaining wall to steps, 57, 64</td>
</tr>
<tr>
<td>Ridge tiles, 10</td>
</tr>
<tr>
<td>Roofs, stone slate, 90–96; pitch of, 93, 94</td>
</tr>
<tr>
<td>tiled, 1–13; colour and texture, 51; farmhouse, 1, 2;</td>
</tr>
<tr>
<td>pitch of, 1; undulations of, 4</td>
</tr>
<tr>
<td>Rugby school buildings, 88</td>
</tr>
</tbody>
</table>
INDEX

Tiles (cont.)
bonnet, 1, 8, 9, 27
“camber” of, 5
curved, 66, 68, 69
“Grandy” bonnet, 1, 8, 9
“hatched”, 5
hip, 7–9
“laced valley”, 11, 31, 33, 34–93
mite of, 65
plain, used with brick, 65–80
ridge, 10
roof, colour of, 5, 6; gauge of, 5; old, 5, 31; texture of, 5, 6
swept over oriel window, 5, 6
swept valley, 10, 11, 26, 28, 90
undercloak, 7–9
weather, 14–16; fancy, 14, 17; gauge of, 14
Tilting fillet, 1
Tumbling in chimneys and buttresses, 62, 64
Undercloak tiles, 7–9
Undulations of tiled roofs, 4
United States, enterprise, 81
use of “common” bond, 86, 87
use of Dutch bond, 85
use of “modified Flemish” bond, 87
Valley board, 33
Valley treatment, stone slate, 90–96
tile, 10, 11
Valleys, laced, tile, 11, 31, 33, 34–93
swept, stone slate, 90–93, 95, 96; tile, 10, 11, 26, 28, 90
Ventilation shafts in sloping roofs, tile, 66, 67
Ventilators, tiles, 65, 69
Verge treatments, stone slate, 93
tiled roof, 3, 6, 7, 8
wall tiling, 10; right and wrong treatments, 16
Via Galliera, Bologna, palace in the, 46
Wall copings, brick, 57–60
use of pantiles, 11, 12
Wall tiling. See Weather tiling
Walls, honeycomb, 60, 64
Weather tiling, 14–17
Westmorland, use of stone slates, 90
Westwell, Tenterden, Kent, 43
Willmer House, Farnham, cornice, 36, 63
Windows, brick mullioned, 48, 51–55
“Wippets”, 90, 93
Witney (Oxon.) district, use of Stonefield quarry slates, 90–92
“Wivety”, 90, 93, 94
York stone and tile paving, 66–68
Yorkshire bond, 81
Yorkshire, use of stone slates, 90

Sailing courses to chimney caps, 42–44
Scandinavia, use of Monk bond, 87
Sedlescombe, Sussex, brick cottages, 59, 60
“Set” of tiles, 5
Sizes of bricks for mullioned windows, 52
“Skews” of “bye-byes”, 91, 95
Slater’s rule, 90, 91
Slates, purple, 90
stone, 90–96
Smarden, Kent, house at, 41, 45
Park Farm, 40
Snap headers, 85–87
Soaker flashings, 20, 23, 24
Soakers, lead or zinc, 31
Sockerns Manor, Brightling, Sussex, 38
Southgate Street, Winchester, gable, 18
Spanpards, tile, 68, 69
Splays to retaining wall, treatment of, 57, 64
Sprocket, breeze, 39, 31
Sprocket pieces, 1, 8, 9, 93
Stanmore, Winchester, 82, 83, 86
Steps, brick, 62–64
Stone slabs for roofs, 90
names and sizes, 93
Stone-slate roofs, 90–96
Stonefield quarry slates, 90
names and sizes, 93
Stretching bond, 81, 82
Sussex bond, 81, 82, 87
Sussex, use of stone slates, 90
Swept valley tiles, 10, 11, 26, 28, 90
“Tabbling”, 93, 95, 96
“Tants”, 90, 93
Tenterden, Kent, wood quoin as finish to weather tiling, 17
Texture of tiles, 5, 6
“Thirds”, 90, 93
Thornbury Castle, Glos., 35
Tile air shafts, 66, 67
Tile checks, 28, 29, 31, 33
Tile creasing, 4
Tile hearths, 66, 73, 75, 78, 79
Tile hood to fireplace, 76–78
Tile “hosing”, 5
Tile listing, 23, 24
Tile paving, 66, 67
Tile piers, 65, 70
Tile ramp, 67
Tile, “set” of, 5
Tile softit, 4, 28, 33
Tile spandrils, 66, 69
Tile tongues, 10, 26, 28
Tile ventilators, 65, 69
Tiled roofs, 1–13
Tiles, “antique”, 6
asbestos, 90